
Using the PowerLift Pro app on your Android 
device 
 

The PowerLift Pro Android app allows precise control of your precision router lift. 

This document is broken down into four sections that cover the features of the application. 

1. Basic controls 

2. Memory Positions 

3. Preset Movements 

4. Settings 

  

Application menu.  Allows 

access the app settings and 

version number Lift Position.  The current 

position of the lift is displayed 

along with the units of measure 

Basic Controls 

Set Zero. Used to set the 

current position of the lift 

to the new zero. 

Down. Moves the lift 

down by pressing or 

tapping this button. 

Up. Moves the lift up by 

pressing or tapping this 

button. 

Speed. Sets the speed of 

the lift.  Slide from left to 

right to adjust lift speed 

Memory Positions. Tap 

to expand the Memory 

Positions section. 
Preset Movements. Tap 

to expand the Preset 

Movements section. 



 

  
Memory Positions 

Memory positions allow you store the lift’s current position so you can easily return the lift to that point later. You 

can store up to 6 memory positions.   

When using the Up / Down buttons or the foot pedal to move the lift, it will automatically stop at the location of any 

memory positions you have set when it encounters that position.   

To resume movement after reaching a memory position, simply press the Up/Down button again or let off the foot 

pedal and press again. 

Memory positions are great for repetitive operations where the router bit needs to be positioned in multiple places.  

Incremental passes are simple to setup using memory positions and you can use the foot pedal to cycle through the 

memory positions while keeping your hands on the work. 

Tap to 

expand or 

collapse the 

Memory 

Positions 

section 

Clear this 

Memory Position 

To store a 

memory position, 

move the lift to 

the desired 

location and press 

the Save icon 

After saving the lift location to a 

memory position, the arrow 

button is enabled and the 

location is displayed 

You can add a label to identify the 

memory position by typing in this box. 

To move the lift back to this 

location, press the blue arrow 

icon.  The lift will travel on its 

own back to this location 

(ignoring any other memory 

positions it encounters along 

the way) 

When a memory position is 

reached, the line is highlighted 

and the lift stops 



 

  
Preset Movements 

The Preset Movements section allows you to pick from different preset amounts to move the lift.  Simply press the 

button with the label of the amount you would like the lift to travel and it will automatically move that amount. 

This section also allows you to move the lift all the way up or all the way down with the tap of a button. 

 

Tap to expand or collapse the 

Preset Movements section. 

The lift is equipped with two 

physical limit switches that control 

the maximum travel up or down. 

Use the Max Up and Max down 

buttons to move the lift all the 

way up or all the way down. 

The upper position is good for bit 

changes, while the lower position 

is good for installing your router 

motor. 

Use the buttons in the Up 

column to move the lift up the 

amount shown on the button 

label. 

The lift will move the amount 

shown and ignore any memory 

positions it encounters. 

Use the buttons in the Down 

column to move the lift down 

the amount shown on the 

button label. 

The smaller amounts are good 

for fine adjustments to the lift 



 
Settings 

There is only one setting for the PowerLift Pro app:  the preferred unit of measure.  To configure your unit of measure 

preference, click on the Application Menu button and select Settings.  From the settings dialog box, select inches or 

mm. 

Application Menu Button 

Select Settings 

Select your desired unit of measure 

and press OK 




